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502-H

Applications: vegetables, greenhouses, residential 
and landscaping
•	For extra-range spacing up to 10 m

IrriStand systems
Turbo hammer low-volume sprinkler 
mounted on IrriStand 52

502-H PERFORMANCE TABLE

Precipitation rates (mm/hr) and uniformity (CU) at various spacing

Nozzle 
color
(mm)

P
(bar)

Q 

(l/h)
D 

(m)

Spacing (m)

8x8 8x9 9x9 9x10 10x10

2.5 
Red

1.5 226 13.0 3.5 3.1 2.8 2.5 2.3

2.0 263 15.0 4.1 3.5 3.2 2.9 2.6

2.5 292 15.5 4.6 4.0 3.6 3.2 2.9

3.0 318 16.5 5.0 4.4 3.9 3.5 3.2

3.5 345 17.0 5.4 4.8 4.2 3.8 3.4

PVC tube 13mm
PES tube 12mm

8.0 m
m

 galvanized rod 1.2 m

quick connector 8 mm
drill or punch hole

M
 c

on
n.

pl
ug

F conn.

1/2’’ F adaptor

 CU < 85%CU 85-88%CU 88-92%CU > 92%Color code - Distribution uniformity

* Performance table prepared under laboratory conditions 
* For windy conditions use closer spacing
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