Vi

SWING CHECK VALVE Jmega,

Specifications

Design Standard: BS EN1074-3 / BS EN12334.
Face To Face Standard:EN558. S10(DIN3202 F6 )
Flanges Standard: BS EN1092-2.

Inspection & testing : BS EN 12266-1.

Working Pressure: 16bar
Working Temperature: -20°C to 100°C

MATERIAL

TEM PART MATERIAL L

1 BODY GGG40 - |

2 FLAP GGG40+NBR

1

T sower | Goo® gyg4d

5 BOLTS STAINLESS STEEL ; d

6 BOLTS STAINLESS STEEL
DIMENSIONS(mm ) EN1092-2
DN L H D C M b F n—d PN
50 200 120 165 99 125 19 3 4-19 PN16
65 240 140 185 118 145 19 3 4-19 PN16
80 260 168 200 132 160 19 3 8-19 PN16
100 | 300 185 220 156 | 180 19 3 8-19 PN16
125 350 225 250 184 210 19 3 8-19 PN16
150 400 269 285 211 240 19 3 8-23 PN16
200 500 312 340 266 295 20 3 8-23 PN10
250 600 328 405 319 350 22 3 12-23 PN10
300 700 377 460 370 400 24.5 4 12-23 PN10
350 800 459 520 429 460 26.5 4 16-23 PN10
400 900 437 580 480 515 28 4 16-28 PN10
500 1100 915 715 609 620 31.5 4 20-28 PN10




